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Актуальною теоретичною і прикладною проблемою є визначення

максимальних температур, які виникають на мікроконтакті в процесі сухого

тертя без мащення. Зроблений короткий аналіз існуючих моделей температури

спалахів. Проаналізовані межі їх застосування. Запропоновані нові модифікації

цих моделей і їх розв’язки із застосуванням нового математичного апарату

континуального інтегрування. На основі модифікації моделі А.В.Чічінадзе

здійснені розрахунки максимальної температури за навантаження Р=1.5N і

швидкості 0.1m/s.Наведені дані експерименту щодо визначення величини 

спалахів температури для пари тертя хромель-алюмель. Показано, що дані

теоретичних розрахунків і експерименту добре корелюють між собою.
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The actual theoretical and applied problem is the determination of maximal

temperature what occur on the microcontact in the process of dry friction without

lubrication. The short analysis of existing models temperature flashes have been made.

The boundaries of its applying have been shown. The new modifications of this

mathematical apparatus of continual integrating have been proposed.The maximal

temperature at the load 1.5N and speed 0.1m/s has been calculated on the base of

model A.V. Chichinadze modification. Experimental results for flash temperature of

friction pair chromel-alumel has been represented. The good correlation of theoretical

and experimental results has been acquired.

Keywords: friction, flash temperature, continual integrating, thermopair chromelalumel.

