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В статье методом интегральных и сингулярных интегральных уравнений

ставится и решается задача о напряженно-деформированном состоянии

цилиндрического тела - системы покрытие-матрица по границе, в которой

имеются участки частичного отслоения покрытия от матрицы. Строится

расчетная схема по определению напряженно-деформированного состояния

системы покрытие-матрица. Производимые расчёты позволяют анализировать

кинетику разрушения неоднородных материалов в данной задаче.

У статті методом інтегральних та сингулярних інтегральних рівнянь ставиться і

вирішується задача про напружено-деформований стан циліндричного тіла -

системи покриття-матриця по межі якої мають місце ділянки часткового

відшарування покриття від матриці. Будується розрахункова схема за

визначенням напружено-деформованого стану системи покриття-матриця.

розрахунки, що здійснюються, дозволяють аналізувати кінетику руйнування

неоднорідних матеріалів у даній задачі.

In this paper the problem of the stress-strain state of cylindrical body, which is coating

system matrix, along the border where there are areas of partial delamination of the

coating matrix, was formulated and solved by the method of integral and singular

integral equations. The design scheme for the determination of the stress-strain state of

the system coating-matrix was constructed. Produced calculations allow us to analyze

the kinetics of fracture of heterogeneous materials in this problem.

